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HA3HAYEHWE TEPMOMETPA LIM®POBOIO TESTO 905-T1

TepmomeTp Testo 905-T1 ABNAETCA OAHUM U3 CaMbIX ObICTPBIX MUHW-TEPMOMETPOB C LUMPOKUM U3MepPUTENbHBIM Anana3oHoM oT -50 g0 +350 °C. Ero MoXHO Mcnonb3oBath
ZNA KPaTKOCPOYHbIX M3MepeHuit (1-2 MuHyTbI) TemMnepatypbl A0 +500 °C. OueHb BaXHO 3HaTb, UTO B BEPXHEN YaCTH M3MEPUTESIbHOrO AnanasoHa TepmomeTp testo 905-T1
Gonee To4eH, YeM Apyrue TEPMOMETPLI AaHHOMO LIEHOBOrO AnanasoHa.

OCOBEHHOCTHN TEPMOMETPA LIM®POBOIO TESTO 905-T1

LLInpoKku#t n3MepuTenbHbI AnanasoH

Bbicokaa TOUHOCTb U BLICTPOAEHCTBHE

Yno6cTBO CUUTLIBAHUA AaHHbIX Bnarofapa NOBOPOTHOMY AUCHIED
MpodeccroHanbHbIi NPOMBILLNEHHbIA ceHcop (Tepmonapa Tun K)

BonbLuoi ancnnen

BbicokoTeMnepaTypHble KpaTKoCpoUHble n3MepeHna Ao 500 °C
OKero3nBHOE peLleHne Testo: ceHcop pasMelleH B M3MepUTENbHOWM Hacaaxke

.

TEXHHUYECKHE XAPAKTEPUCTUKKN TEPMOMETPA LIM®POBOIO TESTO 905-T1

ETELEY ) 3HauyeHHne ‘
Temnepatypa xpaHeHusa -20 ... +70°C
Pabouan Temnepatypa 0...+40°C
Tun GaTapeiku 3 Garapeitkn Tvna AAA
Cpok cnyx6bl 6aTapeiku 1000 yacos
Bec 80r
la6aputsl 230 x 37 x 36 MM
JlmanasoH namepeHuit -50 ... +350 °C
MorpeLuHocTb +1°C (-50 ... +99.9 °C)
+1% 0T “3M. 3Hau. (B OCT. AWanasoHe)
Paspeluerne 0.1°C

KOMIJIEKT NMOCTABKW TESTO 905-T1

HanmeHoBaHve Konuuecteo

TepmowmeTp yndposoit Testo 905-T1 1
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